DECLARATION OF PERFORMANCE
No: KPL_LF-C_CPR_002


1. Unique identification code of the product-type:
   Laminate flooring, thicknesses: 6 mm, 7 mm, 8 mm and 12 mm

2. Intended use:
   Is intended for use as floor coverings within a building (see EN 14041) according to the manufacturer’s specifications

3. Manufacturer:
   Kronopol sp. z o.o.
   ul. Serska 56
   68-200 Żary, Poland
   www.swisskrono.pl

4. Authorised representative:
   Not applicable

5. System of AVCP:
   System 3

6. Harmonised standard:

Notified bodies:
   Instytut Techniki Budowlanej (ITB) – 1488
   Entwicklungs- und Prüflabor Holztechnologie GmbH - 0766

7. Declared performances:

<table>
<thead>
<tr>
<th>Essential characteristics</th>
<th>Performance</th>
<th>Test standard</th>
</tr>
</thead>
<tbody>
<tr>
<td>Reaction to fire</td>
<td>Cr-s1</td>
<td>EN 13501-1</td>
</tr>
<tr>
<td>Content of pentachlorophenol (PCP)</td>
<td>&lt; 5 ppm</td>
<td>CEN/TR 14823</td>
</tr>
<tr>
<td>Formaldehyde emission</td>
<td>E1</td>
<td>EN 717-1</td>
</tr>
<tr>
<td>Slip resistance</td>
<td>DS</td>
<td>EN 13893</td>
</tr>
<tr>
<td>Electrical behaviour</td>
<td>NPD</td>
<td>--------------</td>
</tr>
<tr>
<td>Thermal conductivity</td>
<td>R &lt; 0,15 (m²*K)/W</td>
<td>EN 12667</td>
</tr>
<tr>
<td>Water-tightness</td>
<td>NPD</td>
<td>--------------</td>
</tr>
<tr>
<td>Durability of reaction to fire</td>
<td>NPD</td>
<td>--------------</td>
</tr>
</tbody>
</table>

NPD: No Performance Determined

The performance of the product identified above is in conformity with the set of declared performance/s. This declaration of performance is issued, in accordance with Regulation (EU) No 305/2011, under the sole responsibility of the manufacturer identified above.

Signed for and on behalf of the manufacturer by:

[Signature]
Joanna Konarzewska
Head of Certification Department

[Signature]
Prof. dr Joachim Hasch
Member of Board

Żary, 18th February 2016